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Abstract—The data generated by millions of sensors in Indus-
trial Internet of Things (IIoT) is extremely dynamic, heteroge-
neous, and large scale. It poses great challenges on the real-time
analysis and decision making for anomaly detection in IIoT. In
this paper, we propose a LSTM-Gauss-NBayes method, which
is a synergy of the long short-term memory neural network
(LSTM-NN) and the Gaussian Bayes model for outlier detection
in IIoT. In a nutshell, the LSTM-NN builds model on normal time
series. It detects outliers by utilising the predictive error for the
Gaussian Naive Bayes model. Our method exploits advantages of
both LSTM and Gaussian Naive Bayes models, which not only
has strong prediction capability of LSTM for future time point
data, but also achieves an excellent classification performance of
Gaussian Naive Bayes model through the predictive error. We
evaluate our approaches on 3 real-life datasets that involve both
long-term and short-term time-dependency. Empirical studies
demonstrate that our proposed techniques outperform the best-
known competitors, which is a preferable choice for detecting
anomalies.
Index Terms—Industrial Internet of Things (IoT), anomaly
detection, deep learning.
I. INTRODUCTION
Industrial Internet of Things (IIoT) has been popularized
and developed over the past years [1], such as food processing
industry, smart cities and urban informatics. The data trans-
mission and processing plays a key role in IIoT applications
as large-scale data and information are produced by massive
sensors in IIoT [2], [3]. Highly useful and valuable information
could be derived to make intelligent automation and decisions
for these IIoT applications. However, data anomalies inevitably
appear due to the scale, computation and storage complexi-
ties [4], which could pose great risks on IIoT applications,
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especially safety-critical applications [5]. Thus, a surge of
efficient techniques for detecting outliers are desired to ensure
the quality of collected data.
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Fig. 1. The architecture of Industrial Internet of Things (IIoT).
In IIoT, time series data generated by massive sensors are
becoming the most widespread [6]. As illustrated by the IIoT
scenario in Figure 1, the data collected by different types
of industrial sensors are transmitted to nearby edge nodes
or remote data servers through heterogeneous communication
and networking technologies. These IIoT data are stored and
processed on demand or constantly for various industrial
applications, such as anomaly detection, statistic analysis,
and state monitoring. In comparison with the traditional
Internet, the sampling frequency, measurement location and
transmission rate during data sensing and transmission have
a huge influence on the quality of raw data. These intrinsic
characteristics of IIoT also make its data dynamic, large
scale, time-dependent and high-dimensional, presenting strong
correlation for learning meaningful information. Therefore,
efficient data processing and learning techniques can not only
present an intelligent analysis to support various industrial
applications, but also diagnose the state of IIoT during data
sensing and transmission through mining data features and
their correlation.
Time-dependency is a very important feature for the IIoT
data, which has great influence on data prediction and anal-
ysis [6]. For example, the data at current time point are
likely to be related to previous time point or a time point
in the long past. This is called short-term and long-term
time dependency [7]. Such dependencies indicate that the
abnormal occurrence of current time point may also be related
to the data at previous time point, so we can make good
use of this feature for anomaly detection. The anomalies we
want to detect and tackle in IIoT fall into two categories
in general. One is hardware anomalies, especially generated
from different types of sensors, with potential problems such
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as environmental interference, device malfunction and reading
errors. Another is software anomalies, impacted by program
exception, transmission error and malicious attack, resulting
in abnormal or manipulated data collection.
Traditional time series techniques detect variations of the
distribution by employing EWMA (exponentially weighted
moving average) and CUSUM (cumulative sum) within a
given time interval [8]. The size of the time interval often
requires to be determined in advance. One typical model for
the time series approach is the autoregressive moving average
model (ARIMA) [9], which transforms time series from non-
stationary into stationary and predicts future values from past
and present values of time series. However, it provides low
accuracy and is limited to the short-term prediction only. There
are also some anomaly detection algorithms based on the
distance, such as [10]. Although these algorithms have low
complexity, they are dependent on the threshold so that the
accuracy of anomaly detection is not high and stable. A simple
feed-forward neural network was proposed in time series data
processing [11]. It predefined sliding windows to build fea-
tures in order to make use of the relation between time series.
However, it still has too much dependency on the parameters.
Moreover, there exist several sequence models dealing with
sequential data, e.g., Kalman filtering [12], conditional random
field model [13], Markov process [14], which are lacking the
ability to learn long-term dependency. Though recurrent neural
network (RNN) [15] can address the issue of long postponed
tasks with no need to define time steps beforehand, it is easy
for gradient explosion or vanishing gradient happen on time
series tasks that take longer [16]. This makes it difficult to
learn the time series of long-term dependency. Therefore, here
we want to address the problem of long-term time dependency,
which could cause instability and low accuracy in IIoT data
anomaly detection.
In this article, we devise a LSTM-Gauss-NBayes method for
outlier detection in IIoT. The LSTM-NN [17] is a variation of
the RNN that can address the issue of gradient vanishing or
explosion in an efficient manner by introducing a collection
of memory units. First, our method uses the LSTM-NN model
to predict the tendency of future time steps. Then, the stacked
LSTM model is employed to learn normal time series. The aim
to optimize the stacked LSTM prediction model is computing
only the losses in the last sequence step. Meantime, with the
aim to enhance the model extension capacity, the dropout [18]
method is applied to the training phase of the model. This
will enhance further the efficiency of model overfitting. We
introduce the predicted error of future time steps into the
Naive Bayes model [19] of normal distribution to find the
outlier behavior, as illustrated in Figure 2. In general, our
contributions are summarized as follows:
• The time-dependency is closely related to the outlier
detection of IIoT data. The reason is that the occurrence
of current anomalies is not only related to the current
state, but also related to a certain time point in the past.
Therefore, we first propose a stacked LSTM model to
use its strong learning capability to deal with time series
data with long-term time-dependency, short-term time-
dependency and even weak time-dependency.
• An LSTM-Gauss-NBayes method is proposed for the
anomaly detection in IIoT. We exploit advantages of
LSTM’s good prediction performance, and take advan-
tage of predicted error to build Gaussian Naive Bayes
model, which is well integrated into the excellent classi-
fication ability of the Bayesian model. Instead of simply
combining Gaussian and Bayesian processing, the two
models adopted here are connected by the predictive error
generated from our LSTM prediction model specifically
following the time series characteristics of IIoT data.
Therefore, the integrated method can fully exploited the
benefits of predicting residuals.
• A generic anomaly detection framework has been de-
signed for learning and processing IIoT time series data.
The framework is based on the LSTM-Gauss-NBayes
method and could adapt to different types of IIoT data.
We test our framework with comprehensive experiments
in 3 real-world data sets. The results demonstrate that
our approach outperforms the Stacked Bi-LSTM model,
LSTM-NN model and MLP model, with on average a
precision of 0.955 and a recall of 0.956.
The remainder of this article is organized as follows. Sec-
tion II introduces our LSTM framework. Section III describes
our outlier detection method. Section IV provides experimental
results. Section VI concludes our article.
II. LSTM LEARNING FRAMEWORK
A. Preliminary of LSTM Application
The LSTM-NN is a variation of the RNN. It can efficiently
address the issue of gradient vanished or explosion by ex-
ploiting a collection of memory units. It enables the network
to learn the appropriate time for 1) updating the memory unit
with up-to-date information, and 2) forgeting the historical
data from memory unit. At time t, the memory unit ct contains
the whole historical record till the present time, which relies
on three “gates”: the input gate it, the forget gate ft, and the
output gate ot. The entry values of these gates are between
0 and 1. The LSTM network structure is quite suitable for
datasets that include time dimensions (e.g., medical sensored
data, activity logs from web server, transactions in finance,
or phone call records); only the present state and several past
states are needed for network training. Since LSTM model
can keep track of relationships and dependencies among many
time-steps, it is widely adopted in a number of tasks for
sequence learning. Due to a variety of LSTM applications in
time-series data management and estimation [20], we propose
a new framework which adopts the benefits of LSTM neural
network and extends its structure specifically for the anomaly
detection in industrial IoT.
B. Overview of Our Framework
In the proposed framework as show in Figure 2, we first
process the initial data, with steps including data cleaning,
data down-sample, and data normalization. Then, we divide
the pre-processed data into training sets, validation sets and
test sets, where the training sets and validation sets contain
only the normal data. Later, these data sets are respectively
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Fig. 2. Overview of our anomaly detection framework for IIoT time series
data: LSTM Learning with Bayesian and Gaussian Processing.
used to optimize and construct the stacked LSTM model, select
hyper-parameters, and obtain error data sets. Furthermore, the
error data sets are split into two sets: error training and error
test. We use the error training set to make the maximum
likelihood estimation to obtain the parameters of the Gauss
distribution. These parameters are fed to the Naive Bayes
model to build a Gaussian Naive Bayes model. After that,
classification results can be obtained when we import error
test sets into this Gaussian Naive Bayes model.
We have used the proposed LSTM learning with Gaussian
and Bayesian processing as a generic framework for anomaly
detection in industrial IoT. The details of our method will be
presented in following sections.
III. THE LSTM-GAUSS-NBAYES METHOD
Using a LSTM-NN. In order to cope with the long-term or
short-term time dependency in time series data from IIoT
applications, we advocate to use a LSTM-NN structure. In this
structure, the input layer is associated with a time series, and
the amount of each hidden layer’s LSTM cells is associated
with the time step of time series. 2 hidden layers are utilized
to form a stacked LSTM network, as depicted in Figure 3 (a),
for outlier detection. The stacked LSTM network can enhance
a model’s performance on learning more complex features in
comparison with single LSTM network. For the output layer,
an inter-connected layer is built on the top LSTM layer, which
is used to take the data from different time points into account,
and evaluate their impact on the data at the next time point.
These impact will be modeled and integrated as a predicted
value, which is the output value at the next time point. For
the LSTM cell, it controls the input, storage and output of
data by introducing a set of gate mechanisms. As shown in
Fig. 3(b), the LSTM gate units receive the output of the LSTM
internal unit of the past time step and the input of present
time step sample. However, if the previous layer of the LSTM
cell layer is not the input layer, its various gate units accept
both the output of its previous layer’s LSTM internal unit at
present time step and the output of this LSTM internal unit at
past time step. Specifically, the three gates (input, forget, and
output) update their internal values as follows:
The values of these internal structures in the Fig.3 (a) and
(b) can be calculated with following steps in Eq. 1, where
weight matrices W and bias vectors b are utilized to build
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(a) Stacked LSTM. (b) LSTM Internal Structure.
Fig. 3. (a) depicts the staked LSTM model that is unrolled (or unfolded)
into an entire inter-linked network, where the LSTM cells in the hidden layer
are inter-linked by recurrent connections. Through the feed-forward linkage,
every cell of the lower LSTM hidden layer in the stacked LSTM layer is linked
to every cell in the LSTM hidden layer above it. Besides, (b) illustrates the
LSTM layer’s inner structure, in which σ and tanh denote the function of
activation. Xt represents the model input. ht is the output of LSTM cell in
the t-th time step and ht−1 is derived in the past sequence step. St represents
the value of LSTM memory cell in the t-th time step.
connections between the input layer, output layer and memory
block. s(l)t stands for the memory cell’s state of the t-th time
steps of the l-th layer. h(l)t is the output of memory cell at
the t-th time step of the l-th layer. σ represents an entry-wise
application of the sigmoid (logistic) function, φ denotes an
element-wise application of the tanh function, and  is the
entry-wise Schur product. The three gates (input, output, and
forget) are respectively represented by i, o, f , and g is the
input node with a tanh activation.
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Data preprocessing. To process time series data, the down
sampling technique is first employed to get the characteristic
subsequence from the original time series, which enables a
reduction in the dimensionality of the original time series
and makes patterns easy-to-learn. Meanwhile, with the aim to
accelerate the convergence of the model, a min-max normal-
ization approach is applied for time series data normalization,
which can be viewed as a linear map of the original time series
data onto [0, 1].
After completing above feature engineering for the IoT
data, the next step is to construct a data set to contain
the relationship between the time series and the time
dependency of the IoT time series data. When predicting
the data at the next time point, the model needs to use
the data from the previous time point as reference, and
the length of this time period is defined as the time step.
The input structure of the LSTM model is generally a
three-dimensional array as [samples, timesteps, features].
We propose a sliding regression method to construct the input
for our LSTM model. That is, for the original time series
S = {x1, x2, x3, · · · , xi, · · · , xL}, where L is the length
of the time series, and xi represents the data of the i-th
time point, we consider it as a d-dimensional vector and d
represents the number of features. Given a sliding window
T , which is set as our time step, the sliding regression
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is performed on the original time series to construct
sequential samples as {(x1, x2, · · · , xi, · · · , xT ), y(1)},
{(x2, x3, · · · , xi, · · · , xT+1), y(2)}, · · · · · · ,
{(xT+L, xT+L−1, · · · , xT+L−i−1, · · · , xL−1), y(T+L)},
where (x1, x2, · · · , xi, ...xT ) can be abbreviated as x(1),
namely the input of the first sample, and y(1) represents the
label of the first sample, namely the target of the output. By
doing so, we could use the data of the previous T time points
to predict the data of the next time point.
Dividing the dataset, training models and obtaining the error
dataset. The dataset is partitioned into a training set containing
normal data, a validation set containing normal data, a test set
containing normal data, and a test set containing abnormal
data. Meantime, since abnormal samples are relatively small
in the real IIoT time series, the stacked LSTM prediction
model is only allowed for training by utilising the normal
data training set, whose hyper-parameters are specified by the
validation set. In addition, the test set containing normal data
and the test set containing abnormal data are respectively put
to the trained model. The prediction outcomes of both normal
and abnormal data are derived, respectively. Then, the absolute
gap between the real and predicted data can be computed,
and the error dataset (that contains the error of normal and
abnormal data) can be constructed.
Taking advantage of the error. Next, the error at every time
point is taken from test sets containing both normal data and
abnormal data as the numerical attribute of the prediction error
data set. The error dataset is split to two sets (error training
and error testing), in which the label value y ∈ {0, 1} and
1 indicates abnormal. A Bernoulli model is created for the
label value y as: p (y) = ϕy(1− ϕ)1−y , where ϕ stands for
the probability of the labels y = 1 in the error training set.
At the same time, it is tacitly assumed that every numerical
attribute in the error dataset follows the normal distribution.
Actually, this assumption is often highly efficient and may
yield stable outcomes. The associated normal PDF (probability
density function) is built for the conditional probability of
every attribute, as follows in Eq. 2:
p(x
(i)
j |y(i) = 1) = 1√2piσ(1)ij exp
(− (x(i)j −µ(1)ij )2
2(σ
(1)
i )
2
)
p(x
(i)
j |y(i) = 0) = 1√2piσ(0)ij exp
(− (x(i)j −µ(0)ij )2
2(σ
(0)
ij )
2
) (2)
where x(i)j is the j-th attribute of the i-th sample in the error
training set. y(i) stands for the label value of the i-th sample in
the error training set. µ(1)ij and σ
(1)
ij are respectively the means
and variance of the j-th attribute of the i-th sample when its
label value is 1. Otherwise, it is µ(0)ij and σ
(0)
ij respectively
when the sample’s label value is 0.
Buliding Guassian Naive Bayes model. These
parameters of the normal PDF can be obtained
from the maximum likelihood estimate in the
error training set as: L(ϕ, µ(1)ij , µ
(0)
ij , σ
(1)
ij , σ
(0)
ij ) =
log
m∏
i=1
(
n∏
j=1
p(x
(i)
j |y(i);ϕ, µ(1)ij , µ(0)ij , σ(1)ij , σ(0)ij ))p(y(i);ϕ).
Then, the maximum likelihood estimation of these parameters
is derived as follows:
ϕ = 1m
∑m
i=1 I{y(i) = 1}
µ
(1)
ij =
∑m
i=1 I{y(i)=1}x(i)j∑m
i=1 I{y(i)=1}
µ
(0)
ij =
∑m
i=1 I{y(i)=0}x(i)j∑m
i=1 I{y(i)=0}
σ
(1)
ij =
∑m
i=1 I{y(i)=1}(x(i)j −µ(1)ij )
2∑m
i=1 I{y(i)=1}
σ
(0)
ij =
∑m
i=1 I{y(i)=0}(x(i)j −µ(0)ij )
2∑m
i=1 I{y(i)=0}
(3)
where I{·} is an indicator function. When the conditions
inside the brackets are true, the value is 1, otherwise 0. x(i)j
represents the j-th attribute of the i-th sample in the error
training set. y(i) stands for the label value of the i-th sample
in the error training set.
Using the Naive Bayes model to calculate results. The
proposed LSTM prediction model introduced above has con-
sidered two relations: 1) the impact of historical data on the
current data, and 2) the impact of the current data on the later
data. Since the prediction error is produced based on the two
relations, we could assume that the prediction error generated
at each time point is conditionally independent, and apply the
Naive Bayes hypothesis here accordingly to calculate posterior
probabilities by multiplying these conditional probabilities. In
addition, making this assumption can facilitate the calculation
of conditional probability and reduce the complexity of our
model for the real-world application in IIoT scenario.
Specifically, for all the samples in the prediction error data
set, we use these parameters presented in Eq. 3 to compute
the conditional probability that an attribute of one sample
which occurs in the presence of a certain class. Furthermore,
according to the independent assumption of Naive Bayes, these
conditional probabilities of different attributes of one sample
can be multiplied together, which produces the conditional
probability that a sample occurs in the presence of a certain
class as: p(x(i)|y(i) = 1) = ∏nj=1 p(x(i)j |y(i) = 1) and
p(x(i)|y(i) = 0) =∏nj=1 p(x(i)j |y(i) = 0).
Thereafter, based on the Bayes equation, the abnor-
mal probability of the category of every sample in
the error test set can be computed as p (y = 1|x) =
p(x|y = 1)p (y = 1)
p (x|y = 1) p (y = 1) + p(x|y = 0)p (y = 0) .
Incremental training. We use the incremental training
mode [21] in our model. We first train the LSTM-Gauss-
NBayes model offline. In our training method, the update
for a layer of memory units in LSTM can be found in [22].
We select the adaptive gradient algorithm (Adagrad) [23] as
the optimization method to minimize the mean squared error
(MSE) loss, and the maximum number of iterations is set to
be 10000 by heuristic rules [24]. Then, the backpropagation
through time (BPTT) algorithm [25] is applied to update
the model parameters. With the aim to avoid over-fitting,
regularization techniques [26] and dropout are employed to
enable a reduction in the complexity of the models. Then,
we can deploy the trained model online and process the data
online, using the incoming new data to train and update the
model, which speeds up the learning efficiency.
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Anomaly detection using Gaussian Naive Bayes. Algorithm 1
describes the process of applying Gaussian Naive Bayes to de-
tect the error dataset generated by our stack-LSTM prediction
model. In the framework of the LSTM, given m samples where
each sample is a series of observations (x1, . . . , xt, . . . , xT ),
a prediction model is learnt to generate hypotheses yˆ of the
true values y. Here, t represents sequence steps, and T stands
for the length of the sequence. We use the least squares
loss function loss(yˆ, y) =
1
2
∑m
i=1
(y(i) − yˆ(i))2 as the cost
function for this model, where y(i) stands for true value of
the i-th sample, and yˆ(i) stands for predicted value of the i-th
sample.
Algorithm 1 Sensor data anomaly detection algorithm using
the Gaussian Naive Bayes
Input: Error Training data sets Etra ∈ Rm∗n
Error Testing data sets Etes
Output: Abnormal samples
1: for sample (x(i), y(i)) in Etra do
2: Build a Bernoulli model for the label value y(i) as: p(y(i)) =
ϕy
(i)
(1− ϕ)1−y(i)
3: for feature x(i)j in x
(i) do
4: Establish the corresponding Gaussian probability density function for
the conditional probability of each attribute x(i)j as Eq. (2):
5: end for
6: end for
7: for j = 1 to n do
8: for i = 1 to m do
9: Compute maximum likelihood estimation function for each fea-
ture x(i)j . Perform log transformation as: L(ϕ, µ
(1)
ij , µ
(0)
ij , σ
(1)
ij , σ
(0)
ij ) =
log
∏m
i=1 (
∏n
j=1 p(x
(i)
j |y(i);ϕ, µ(1)ij , µ(0)ij , σ(1)ij , σ(0)ij ))p(y(i);ϕ)
10: Derive the derivative for the likelihood function, and then get the
solution of each unknown parameter in Eq. (3)
11: Substitute the parameters to p(x(i)|y(i) = 1) and p(x(i)|y(i) = 0)
with the independence principle of Naive Bayes
12: Get the conditional probability of each sample
13: end for
14: end for
15: for each test sample in Etes do
16: Calculate the probability of belonging to anomaly by the Bayesian
formula p(y = 1|x)
17: if p(y = 1|x) > p(y = 0|x) then
18: Mark x is an abnormal sample
19: end if
20: end for
IV. EVALUATION
We adopt Tensorflow, an open source platform for machine
learning, to implement our proposed approaches, and utilise
NVIDIA GTX1070 to speed up the training process for the
model. We compare our models with these competitors:
• Stacked Bidirectional LSTM (Stacked Bi-LSTM) [20].
We adopt an input layer, two forward LSTM units and
two backward LSTM units consisting of a multiple hid-
den units as multiple hidden layers. At the output layer,
the sigmoid function is used as a two classification layer.
• LSTM Neural Network (LSTM NN) [17]. We construct
it by using an input layer, two concealed layers with
LSTM memory blocks and a classification layer. Its cost
function is a cross entropy loss function.
• MultiLayer Perceptron (MLP) [16]. We use an input
layer, multiple concealed layers, and a classification layer
to built it, where a multi-layer perceptron model is
built with three concealed layers. The cross entropy loss
function is also used as the cost function.
Moreover, based on experience and the amount of data in
our experiment, each model is trained on 80% of the data
and tested on 10% of the data. The rest of 10% is employed
as a validation set. Meanwhile, the training of each model
can be terminated early by setting the threshold of prediction
error, which is a hyper-parameter debugged and selected
according to the validation set. We utilise the validation set for
choosing the hyper-parameters of these models. For example,
the number of neurons in the hidden layers of the three models
is selected by the validation set.
A. Dataset Description
To evaluate the performance on anomaly detection, we
use our own real-life time time-series datasets: Power, Loop
Sensor, and Land Sensor. Due to various (e.g., cyclical,
irregular) patterns of time-series data, Table I shows the auto-
correlation coefficients (ACF) [9] of every dataset at different
delay cases. We use the delay with value k to calculate the
coefficient of current time step and past k time step, for
the evaluation of these data sets on short-term and long-term
time dependency. So the ACF can quantitatively describe the
relationship between previous and present events.
TABLE I
DATASET DESCRIPTION.
Delay k=1 Delay k=5 Delay k=10
Power dataset 0.79 -0.78 0.56 long
Loop sensor dataset 0.71 0.4 0.05 short
Land sensor dataset 0.32 0.13 0.08 very weak
Dataset
Autocorrelation coefficient(ACF) Time
dependency
1) Power: This dataset consists of a user’s power data
over one year. Each 15 minutes is a time-stamp. We down-
sample the raw data per week. Input samples are formed by
the resulting data. By normal conditions, power consumption
remains fairly high on weekdays (from Monday to Friday) and
fairly low on Saturdays and Sundays. It can be discerned from
Fig. 4 (a), the tendency of electricity consumption exhibits five
peaks for the first five days, followed by some depressions for
the following 2 days. Note that, since a user’s power data
often contains noise, the peak does not simultaneously appear
for different days. If there were depressions on weekdays,
or wave crest on weekends, it could be viewed as outlier
because it violates the normal tendency of a user’s electricity
consumption, as depicted in Fig 4 (b). This could occur due
to erroneous readings from the electric meter or manipulated
consumption data from the user.
2) Loop Sensor: The dataset records the number of ve-
hicles passing through near the stadium, which was collected
by loop sensor once a game is held in the stadium. It can
be observed from the Table I that, as the delay retains 5, the
ACF remains smaller than 0.5. This implies that Loop Sensor
is short-term time-dependent time series data. To serve the
purpose for high-quality data analysis, we chose the data with
just one hour before the game and two hours after the game.
The results are shown in Figure 4 (c). We see that there is a
tiny peak on Loop Sensor in the first half and the second half,
and the wavelet valley is in the middle of it. After the wavelet
valley, vehicle data grow dramatically. This agrees well with
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(d) loopsensor-Abnormal
anomaly
(c) loopsensor-Normal(a) power-Normal
anomaly
(b) power-Abnormal
(e) landsensor-Normal
(f) landsensor-Abormal
anomaly
Fig. 4. LSTM Learning results of our model under three data sets. The orange lines represent the predicted results, and the blue lines represent the real
results. In addition, the figures on the upper side show the learning results of normal samples, and the figures on the bottom side show the learning result of
abnormal samples. The red arrow indicates potential anomalies.
a rapid increase in traffic after the game ends. This behavior
is regarded as normal for this dataset. The anomaly outcomes
illustrated in Fig 4 (d) as well.
3) Land Sensor: The dataset consists of land humidity
data. Each 12 minutes makes a time-stamp. Fig. 4 (e) illus-
trates its normal results. Unlike previous two data sets, this
is an irregular time series with rather weak time-dependency,
as depicted in Table I, which is due to the fact that the land
humidity is usually affected by some external factors, such
as irrigation behaviors, natural rainfall, and weather changes.
Though the values in Land Sensor may rise and fall at
random in some range along with the time increasing, we
could still conclude a general rule that the degree of land
humidity varies slowly in the early hours during the morning,
and decreases rapidly when the temperature increases during
the daytime. Other normally external factors as mentioned
above may impact land humidity temporarily, but still cannot
greatly change the general trend. Therefore, our task for
anomaly detection in land humility data set is to trace and
detect irregularly abnormal changes violating the general rule
through our model validation. To achieve this goal, likewise,
the original time series is down-sampled by 5, with one-day
humidity data as one sample, to train our model. We can
discern in Figure 4 (f) that an outlier could have happened in
the first part of Land Sensor, and its land humidity actually
decreases significantly in the early hours of the morning. This
may be an abnormal reading due to hardware malfunction,
transmission error or malicious attack.
B. Performance Evaluation of Anomaly Detection
1) Evaluation Metrics: We use six metrics, that is Accu-
racy, Precision, Recall, F1, ROC and AUC, to comprehensively
evaluate the peroformance of our model. These metrics have
been widely used [27], and the details of the metrics are
listed following Eq. 4, where TP, TN, FP and FN are four
classification results, respectively, denoting true positive (TP),
true negative (TN), false positive (FP), and false negative (FN).
Accuracy = TP+TNTP+FN+FP+TN Recall =
TP
TP+FN
Precision = TPTP+FP F1 =
2·Precision·Recall
Precision+Recall
(4)
Accuracy is employed to judge a model, aiming at data
classification. As our objective is to find if the sample is
anomaly, we also use two metrics (precision and recall) for our
model evaluation. The Precision rate is utilised to determine if
the classifier is able to accurately detect the abnormality. This
is to say, its main focus is on detection of anomaly samples.
Furthermore, the recall rate aims to determine if the classifier
can detect all anomaly samples. Fβ score is an integration of
the precision and recall metrics; if β < 1, then it indicates
more importance of the recall rate. In contrast, the precision
rate has a larger influence on the quality assessment of the
model. The F1 metric provides a balanced overview of the
algorithm performance.
The receiver operating characteristic (ROC) curve is a graph
consisting of a false positive rate (FPR) on the x axis and true
positive rate (TPR) on the y axis, where TPR = TPTP+FN
and FPR = FPFP+TN . We can obtain different TPR and FPR
pairs by adjusting the classifier’s classification threshold. The
ROC data points are constituted by these data pairs and then
form a ROC curve. The area under curve (AUC) is the area
under the ROC curve, which reflects the performance of the
classification model. The closer the AUC value is to 1, the
better the classification is.
2) Results and Analysis: We use 4 classification metrics
(Accuracy, Precision, Recall, F1 to evaluate the performance
of each model over 3 datasets. The results are shown in
Table II, in which the highest scores for each metric on the
same dataset are underlined.
On Power, it can be noticed in Table I that, as the delay
reaches 10, the ACF is larger than 0.5. Therefore, it can be
inferred that there is a long-term dependency for the time on
this dataset, and its present data is connected to the data in
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front of it in an inextricable manner. Nonetheless, as there
is a certain periodicity on Power, i.e., the electricity value
often becomes higher on weekdays and lower on weekends,
the periodic pattern is a key feature for time series data.
Therefore, it is easy to build a good time series model with
this feature. From Table II, we can observe the model having
the hidden layer of the LSTM cell, in general, outperforms the
general hidden layer in the outcomes of each of metrics. At the
same time, the model with the bidirectional LSTM unit will
perform better than the general LSTM NN model, but worse
than our LSTM model with enhanced Gaussian and Bayesian
processing. It can be noticed that the efficacy of the MLP
model is satisfactory as well with the corresponding recall
rate arriving at up to 88.2%.
On Loop Sensor, it is quite relevant to the time order as
well. Nevertheless, in contrast to Power, the features of Loop
Sensor are obscured, which makes it difficult to differentiate
its anomaly time series data from its normal counterpart.
Hence, we can see in Table II that the experimental results
of the other three models are unsatisfactory in this data set.
Since the Stacked Bi-LSTM model and LSTM NN model only
simply apply the existing LSTM structure without specific
design for the features of IoT data as mentioned in Section I,
they cannot well detect this kind of vague dataset. In par-
ticular, the precision rate of outlier detection for the MLP
model retains merely 79%. However, the proposed LSTM-
Gauss-NBayes model on Loop Sensor outperforms the three
competitors.
On Land Sensor, the data does not usually depend on the
order of time of occurrence. Thus, it poses challenges for
future values prediction based on past values only. We can
observe from Table II that the F1 scores of the LSTM-NN
and MLP models are ineffective for ourlier detection on Land
Sensor. The reason is that the features of Land Sensor are
vague with its value constantly fluctuated. The Stacked Bi-
LSTM model works better than the LSTM NN model due to
the its bidirectional structure, but still worse than the Stacked
LSTM model. This proves that bidirectional is not always
necessary to process time-series data. In addition, it can also
be found in Table II that MLP is better at precision rate of
anomaly detection than the LSTM-NN, which is perhaps due
to the weak time-dependency feature shown by Land Sensor.
TABLE II
EXPERIMENTAL RESULTS
Dataset Method Accuracy Precision Recall F1
Power
dataset
LSTM-Gauss-NBayes 0.969 1 0.941 0.962
Stacked Bi-LSTM 0.924 0.892 0.930 0.911
LSTM NN 0.905 0.846 0.931 0.886
MLP 0.873 0.843 0.925 0.882
Loop sensor
dataset
LSTM-Gauss-NBayes 0.952 0.931 0.975 0.953
Stacked Bi-LSTM 0.897 0.882 0.924 0.903
LSTM NN 0.870 0.867 0.897 0.881
MLP 0.823 0.789 0.818 0.803
Land sensor
dataset
LSTM-Gauss-NBayes 0.970 0.933 0.952 0.942
Stacked Bi-LSTM 0.905 0.920 0.872 0.895
LSTM NN 0.820 0.864 0.782 0.821
MLP 0.824 0.893 0.750 0.814
Due to the page limit, we only show the ROC curve under
the power data set for the analysis of the ROC curves of
different models. As shown in Fig. 5, the area under the
LSTM-Gauss-Nbayes curve is larger than the area under the
curve of the other two methods, and this can also be found
from the value of the AUC. This shows that our method is far
better than the other two methods. According to the definition
of ROC curve, we can see that ROC continuously reduces the
threshold of classification, and then calculates the values of
TPR (True Positive Rate) and FPR (False Positive Rate). TPR
shows the proportion of positive instances identified by the
classifier to all positive instances. FPR shows the proportion
of negative instances of the classifier that are considered to
be positive for all negative instances. Analyzing the ROC
curves of LSTM-Gauss-Nbayes, we can see that the TPR
value quickly reaches 0.9 during the process of continuously
lowering the threshold value. This shows that our approach is
more robust. While the other two methods perform well, the
growth rate of the TPR value is still slightly worse than ours.
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Fig. 5. ROC and AUC analysis for the three models in the power data set.
V. RELATED WORK
1) Applying Statistical Learning Method in Time Series
Data: Traditional time series analysis uses mathematical sta-
tistical approaches for sequence analysis and future prediction.
They follow basic principles by detecting continuous changes
in the sequence and leveraging historical data to make a
prediction about the tendencies development. Furthermore,
the noise property of the time series is considered. Process
effects can be influenced by uncertain factors, for which the
weighted average approach is leveraged for statistical analysis
for handling past data. An appealing model of the conven-
tional approach for time series analytics is the auto-regressive
moving average (ARIMA) model [9]. ARIMA transforms the
time series from non-stationary to stationary via differential
operations. Then the auto-correlation coefficient (ACF) and
the Partial ACF (PACF) are proposed to deal with stationary
time series. By analysing the auto-correlation graph and the
partial auto-correlation graph, the optimal class and order can
be derived, based on which the ARIMA model is built up.
Despite its simple and easy-to-use advantages, the ARIMA
approach exhibits undesirable accuracy and it is not good for
long-term prediction. Moreover, once the data is unstable, the
performance of these the traditional statistical methods are
very poor. Our LSTM prediction model not only accommo-
dates the logical relationship between the time before and after,
but also extracts the characteristics of the current time point.
This avoids data instability.
2) Machine Learning Methods for Outlier Detection:
Outlier detection aims to identify patterns in data that deviate
from an a priori expected behavior [28]. Utilising graph theory
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and spatiotemporal correlation analysis, [29] introduced a
decentralised general outlier detection method. There have
been several other approaches [30] using support vector ma-
chine (SVM) for outlier detection. Nevertheless, the methods
based on SVM seem very sensitive to missing values. [10]
considered the problem of distance-based outlier detection on
uncertain datasets with normal distribution, and devise a cell-
based method detect the outliers in a fast way. However, the
algorithm performance is not resilient as different parameters
selections will have a huge influence on the detection results.
[31] introduced a new scheme to detect outliers in noisy data
streams by employing a wavelet based soft-threshold filtering
approach that can remove uncertainties in time series data
streams, However, the method cannot always ensure high
accuracy on a variety of real datasets. Recently, the work of
[32] applied outlier detection in mobile computing via machine
learning based clustering techniques.
These traditional machine learning methods only considered
the characteristics of the current time point rather than the
time dependence of the time series feature. Therefore, anomaly
detection based on them for the Internet of Things time series
data is not very effective.
3) Applying Neural Network in IoT: The neural network is
an interconnected computing system and a back propagation
neural network (BP-NN) [25] can learn, remember, store,
extend, and extract features, tolerance faults and introspection.
Complicated relationships can be extracted between input and
output, even when the relationship itself is in flux. Recent
years have witnessed grow interest for BP-NN to address
the problem of identification and prediction [11], [18]. It has
accomplished in many economic fields that the traditional
economics approaches are unable to handle, e.g., economic
growth investigation, economic GNP forecasting, and stock
prices prediction. Meanwhile, as an appealing prediction tool,
BP-NN can guarantee high accuracy for nonlinear quantities
estimation. Through the use of the time series relations be-
tween before and after, we can take historical observations as
BP-NN’s input, and future data as the BP-NN’s output, which
constructs a prediction model for time series data.
When an ordinary neural network is applied to IoT data,
the relationship between the data at the time before and after
can be manually constructed by a sliding window to process
the IoT time series data [17], [21]. However, on one hand,
this window value is not well defined. On the other hand, this
method is still too simple and is only limited to short-term
dependent time series data. Our method presents an LSTM
prediction model with explicit internal LSTM unit structure,
which constantly updates the internal state values while getting
input data at each time point, thus ensuring the time-series data
before and after the time point can keep a strong connection.
4) Application of Recurrent Neural Network (RNN) in IoT:
Despite promising results achieved by BPNN to deal with
time series data, in traditional NN, it is tacitly assumed the
independence of all inputs and outputs, which seems not
suitable for a number of scenarios. The RNN [15], [22] differs
from the general feed-forward BPNN by memoising the past
data and leveraging it to the computation of the present output,
i.e., the nodes between the concealed layers are not linked any
more. The input of the concealed layer contains (i) the output
of the input layer and (ii) the output of the concealed layer at
the last time. In general, with the aim to tame the complexity
of the model, we usually assumed that the current state is
merely relevant to the past several states.
The simple RNN can build a dependency in theory among
states of the time windows with long length. However, there is
a high likelihood that the gradient explosion or gradient van-
ished will happen during the long-term time series processing
task [16]. As a result, only short-term dependencies could be
learned. Our model architecture contains the LSTM prediction
model, so we can solve this problem of gradient explosion and
gradient disappearance. In addition, while using the proposed
LSTM model to produce the prediction error, we adopt the
Gaussian distribution of the conditional probability of the
error, and then rely on Naive Bayes’ excellent classification
performance to achieve the detection of abnormal data in IIoT.
VI. CONCLUSION
In this paper, we propose a LSTM-Gauss-NBayes method,
which is a synergy of LSTM-NN and the Naive Bayes model
with nomoral distribution for outlier detection in IIoT. We first
use the training set to construct the stacked LSTM model. We
next import the test set into the trained predictive model to
build the error data set. Furthermore, the error training set is
used to build Naive Bayes model of normal distribution for
anomaly detection. Our extensive experiments show that our
model achieves the promising results.
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